SCREENS

SCREENS
SCREENS

CARACTERISTICAS
Tejido compuesto de filamentos de 30% poliéstery 70% PVC

(de gran resistencia a laintemperie y excelentes propiedades mecanicas).

Eltejido Screen tiene la propiedad de ser antiestaticoy

repeler la mayoria del polvo.

Cuenta con el Sello OEKO-TEX, al ser un tejido libre de materiales téxicos
y metales pesados.

Resistenciaalaabrasiéon (Método Martindale): > 100.000 ciclos

MANTENIMIENTO Y LIMPIEZA
Limpieza con una simple toallita o trapo himedo.

CARACTERISTIQUES

Tissu composé de filaments de 30% polyester et 70% PVC trés résistant
aux intempéries et doté d’excellentes propriétés mécaniques.

Le tissu Screen a la particularité d’étre antistatique et d’empécher une
grande partie de la poussiére de se déposer.

Labsence de matiéres toxiques et de métaux lourds dans sa composition
lui ont valu l'attribution du Label OEKO-TEX.

Résistance a ’'abrasion (Méthode Martindale): > 100.000 cycles

ENTRETIEN ETNETTOYAGE
Nettoyer avec une lingette courante ou un chiffon humide.

FEATURES

Fabric made up of 30% polyester and 70% PVC filaments, it is highly
weather-resistant and with excellent mechanical properties.

The Screen fabric is anti-static and repels most of the dust.

It has the OEKO-TEX stamp, as it has no toxic materials or heavy metals.

Abrasion resistance (Martindale Method): > 100,000 turns

MAINTENANCE AND CLEANING
Clean with a wipe or damp cloth.

ondarreta



